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MOUNTING

TIPS / NOTES
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1.  DP-1X5-010-120 DIM PACK

2.  4 SQUARE ELECTRICAL BOX - NOT INCLUDED

3.  MOUNT DP-1X5-010-120 TO ELECTRICAL BOX VIA 1/2" NIPPPLE -
LOCKNUT NOT INCLUDED

DP
1x5DIP SWITCH SETTING

FORWARD PHASE DIMMING

REVERSE PHASE DIMMING

CURRENT SOURCE 0-10v

CURRENT SINK 0-10v

SWITCH 1

SWITCH 1

SWITCH 2

SWITCH 2

OFF

ON

ON

OFF

* SWITCH 2 MUST BE IN "OFF" POSITION WHEN
DP1X5 IS USED IN TOUCHÉ APPLICATIONS

WHITE - NEUTRAL

RED - DIMMED OUTPUT

PURPLE - 0/10v POSITIVE

GREY - 0/10v NEGATIVE

PURPLE/WHITE -
UNUSED, CAP OFF

BLACK - 120v INPUT
1/2" MOUNTING

NIPPLE

DIP SWITCHES - IF SWITCHES ARE
ADJUSTED, POWER TO UNIT MUST BE

TURNED OFF THEN BACK ON

RED POWER LED

ON
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