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CONTROL POWER CABLE (16GA/2C)

COMMUNICATION CABLE (CAT-5 ETHERNET CABLE)

CABLE LEGEND

TSUI POWER OPTIONS:

1. TSUI-PSI: INSTALLED IN

MSTR OR MFI. MAX (3) TUSI

DISPLAYS PER TSUI- PS1

(SHOWN)

2. TSUI-PS2: LOCAL POWER

SUPPLY AT EACH TSUI

DISPLAY REQUIRES

120VAC AT TSUI-PS2

(NOT SHOWN)

DISPLAY SIZE A1 A2 B1 B2 C1 C2

7.0"

10.4"
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POWER SUPPLY TERMINAL 

USB PORTS

ETHERNET PORTS

SD CARD SLOTS

TOUCH SCREEN DISPLAY

TOUCH SCREEN COLORED BEZEL

SERIAL PORT
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ENCLOSURE

BACK BOX

(EQUIP. GND)
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TOP VIEW
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OPTIONAL ACCESS "KNOCK OUTS"

MOUNTING TABS

1

2

7.000

8.625

FRONT VIEW

MUST BE FLUSH WITH

FINISHED WALL SURFACE

DRYWALL

SPACE

TSUI MOUNTING

ENCLOSURE

DRYWALL

SCALE: N.T.S

MOUNTING CONSIDERATIONS
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2   TYP.

OPENING IN

WALL STUD

SPACE

!IMPORTANT!

TSUI BACKBOX ENCLOSURE MUST

BE INSTALLED PRIOR TO DRYMALL

INSTALLATION
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STEP 2

REMOVE THE (4) HEX HEAD NUTS FROM

POWER SUPPLY #1.

(KEEP GROUND WIRE LOCATION ON STUD)

INSTALL THE (4) HEX HEAD SPACER

NUTS PROVIDED FROM POWER SUPPLY #2.

(KEEP GROUND WIRE LOCATION ON STUD)

SIDE VIEW OF MSTR OR MFISIDE VIEW OF MSTR OR MFI

RE-INSTALL THE (4) HEX HEAD

NUTS FROM POWER SUPPLY #1.

STEP 3

MOUNT POWER SUPPLY #2 TO THE

HEX HEAD SPACER NUT STUDS.

STEP 4

BROWN (LINE)

BLUE (NEUT)

GREEN/ YELLOW (GND)

RED (+)

BLACK (-)

TO TSUI
LINE VOLTAGE IN

 Power Supply

TOP OF

PANEL

BOTTOM OF

PANEL

THE ORIENTATION OF POWER SUPPLY #2 IS

MOUNTED THE SAME DIRECTION AS POWER

SUPPLY #1.
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